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32-CH Surveillance System
Note – This 32 Channel Surveillance System is designed to provide a scalable, easy-touse and feature rich solution for all Digimerge IP cameras. Several menu screens in the
application are not activated. The application provided allows you to view, record and
save surveillance video in an easy to manage user interface.
For enhanced functionality including 16 channel remote viewing, remote recording
retrieval, alert notification and video analytics, an application upgrade is required. Visit
our website at www. Digimerge.com for further details on the professional version of this
application.
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32-CH Surveillance System
Installation

l

Software Installation
See page 11 of the QUICK INSTALLATION GUIDE for details on the
installation of this application. The QUICK INSTALLATION GUIDE is provided
with the device and is also available on the SUPPORT CD as well as
downloadable from the product page on the Digimerge website
(www.Digimerge.com).
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32-CH Surveillance System
Installation
Custom Setup Type:
Allows you to choose where to
install the program files to.
Also allows you to choose which
feature(s) you want to install on
your PC.

EXAMPLE: for instance you may decide to install MAIN CONSOLE and/or
PLAYBACK on the PC at the office and LIVEVIEW only on a PC outside the
office for remote access.

Install IP device(s)
Step 1: Set up the IP device as per the Hardware Manual provided with
the device
Step 2: Use the Digiconsole software to check if a proper connection has
been established between the IP device and the network (i.e. an image
is displayed in the FIND DEVICES screen next to the IP device icon)

Step 3: Add the IP camera(s) to the system. See details on page 30.
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32-CH Surveillance System
Main Console Overview

Main Console

The Main Console application (go to: START/PROGRAMS/
32CH SURVEILLANCE SYSTEM/MAIN CONSOLE) is the main
application for activating, viewing, configuring and
setting up recording function for the Digimerge IP devices.
TIP: create a shortcut to your desktop for quick
application access.
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32-CH Surveillance System
Main Console Overview

Exit

Exit: Provides you with two options:
1. shut down the application
2. log out current user (different users can
access the software from the same
terminal (PC) with separate user
accounts)
Minimize: Minimize the Main Console
screen
Camera Number / Camera Name
(OSD Display):
For each IP device that's connected, information is displayed in the
top left corner of its screen; the On Screen Display (OSD). It provides you
with usefull information such as camera number or name. You can edit the
information that's displayed by:
1. click on the Config button
2. select SETTING > CAMERA
3. select the device who's OSD you wish to change
4. go to OSD setting and select from the available display options. Click OK.
Camera page.
Viewing Grid: press to select viewing grid layout. Quickly switch to a specific
camera by double clicking on its particular screen. Double click again on
the image to return to the previous viewing grid layout.
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32-CH Surveillance System
Main Console Overview
Right Click Menu
Right click on a camera screen to go to the
Right Click Menu from which you can select
from the following options:
Enable Move: by default, you can click and drag
a camera screen to any other location on the \
screen. This allows you to change the viewing order
of the screens. By activating this function, you
disable the screen dragging function and thereby
lock them in place. To enable this function again
select ENABLE MOVE again from the menu
you may control it by clicking the screen.

Show Camera: an alternative to using the ENABLE MOVE function. Simply
select a screen, right click and select from SHOW CAMERA menu which
camera screen you want to swap the currently highlighted screen with.
Toggle Fullscreen: Click repeatedly to toggle between current screen
view and Fullscreen view. Alternativly, press ESC to exit Fullscreen view.
Playback: Click to go to the Playback Console. You can watch
recorded video, adjust image from records data, save video/ pictures
and print images, check log-in information and setup recording
configuration. See page 9 for full details on this console.
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Main Console Overview

Start: Click to access a pull down menu to Start/Stop recording schedule
Start Monitor All: commence recording schedule on all channels. A button
will appear on the top right screen of each camera indicating the
recording status.
Pale Red Button: scheduled recording is occuring at the moment (if a
recording is scheduled but there is no video feed the button will remain)
Green Button: motion detection recording is active. Only records on motion.
No Button: No scheduled recording is scheduled for the current time
NOTE: after clicking on "Start Monitor All", the 2nd menu selection changes
from "Start Recording Schedule" to " Stop Recording Schedule" the next
time you click on the Start button.
Stop Recording Schedule: recording on all channels stop. To commence
recording on all channels, simply press Start button and select Start
Monitor All
Lock System: select to lock all the functions on the screen. To unlock all the
functions, press the Start button, select Unlock System and enter your
password.
See page 18 for recording setup
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32-CH Surveillance System
Main Console Overview

Crystal Ball
Information
Window

PTZ Camera
Control

Schedule

Config

Schedule: Recording setup configurator
See page 18 for details.
Config: Menu provides access to options like configuring settings,
accessing the log file and accessing the backup tool.
PTZ Camera Control: Click on a screen linked to a PTZ (Pan/Tilt/Zoom)
camera and press directional buttons to control movement of PTZ camera.
Information Window: Shows system information including date, time,
free HD space, CPU temperature, fan speed and customized text. You
can customize the Information displayed in the Window by going to
Config >Setting >General page >Status Display. Not all options are available
Crystal Ball: Indicates the status of the system. If grey and static, no recording
is occuring. When blue and active, system is recording.
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32-CH Surveillance System
Playback Console Overview

Playback Console

Important Note: As this is a complimentary license, only one channel
may be reviewed at one time.
The Playback Console application (go to: START/PROGRAMS/
32CH SURVEILLANCE SYSTEM/PLAYBACK SYSTEM) alllows you to
retrieve, view and manage recordings

TIP: create a shortcut to your desktop for quick
application access.
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32-CH Surveillance System
Playback Console Overview

Scroll Bar

Exit

Minimize

Control

Cue

Speed

Zoom

Scroll Bar: Scroll through current video. Drag it to where you want to review.
Exit: Exit the Playback Console.
Minimize: Minimizes the Playback Console window.
Control: Play, pause and stop the video.
Cue: Set up the Cue In and Cue Out points of the clip you want to save as
a video clip or back up file with all the information recorded. Cue In
and Cue Out time will show on the Information display once
they are set.
Speed: Controls the playback speed, speed up and down. Speed indicator
is shown on the information display. '1x' indicates normal speed.
Zoom: Zoom in and zoom out. You can get a close up view of the
recorded video and move to the spot you want to view by dragging the
screen.
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Playback Console Overview

Browse Mode

Date Time
Audio Volume
Control

FWD/REV:
You can customize the
speeds on Setting panel.
Step FWD/REV:
Forward/reverse frame by
frame.

Browse Mode: Play recorded video.
Audio Volume Control: Adjust the sound level.
Date Time: click the Date Time button to search for recorded video
you want to review. When you click on the Date Time button, a
control panel will pop up. Follow the instruction on the next page to find
a video recording.
Viewing Mode: click various buttons to see availale viewing grid options
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32-CH Surveillance System
Playback Console
Day-Time Panel

Step 4

Step 1
Step 2
Step 3

Step 5
To retrieve a recording:
Step 1: From the window at the top left of the Day-Time Panel, select
the date you want to check. Red/green lines appear on the time table
implying available recorded video (no lines indicate no recordings).
Step 2: Select the video clip to be reviewed by left-clicking and
dragging to highlight the desired time period. Alternativly you may
indicate the time period by picking the Start Time and End Time
in the Date Time Period section.
Step 3: Select the camera/channel from which you want to review
the video.
Step 4: Check the box to see a preview of the video you
have selected.
Step 5: Click OK when you have completed selecting the video.
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Playback Console
Enhancement Settings

General Setting: Click on one of the circles
to choose whether you want to apply the
setting changes to all the channels or only
to those currently shown on the screen.
Filter Setting
Visibility: Check the box and adjust
the gamma value of the image.
Brightens or darkens the midtones
in the video.
Sharpen: Check the box to activate
the function. Move the control bar to
the right to sharpen the image, to the
left to soften it.
Brightness: Check the box to activate
the function. Move the control bar to
the right to make the image brighter.
Contrast: Check the box to activate
the function. Move the control bar to
the right to increase contrast.
Grey Scale: Check the box to show
the video in grey scale mode
(black and white).

page-13ʳ ʳ

32-CH Surveillance System
Playback Console
Save Video / Save Image

Save Video
Step 1: Select the video you want to save as a video clip by playing it.

Step 2: Set up the Cue In and Cue Out points, the cue in and cue out
time will show up on the information display.
Step 3: Click Save Video icon, choose the folder where you want to
save the file, enter the file name and click SAVE. You may export (save)
the record with both audio and video or video only.
Note: Video is saved in AVI file format. AVI is playable through various
media players. On Windows OS, use Windoms Media Player, on
Unix or Mac OS, use VLC player.
Step 4: Choose the compression format and then save the video.

Save Image:
Step 1: Choose the video clip from which you want to save pictures
by playing it.
Step 2: Click Save Image button when the image you want is on the
screen. You may click Pause to freeze the video, use Step Forward/ Step
Backward function to find the frame (picture) you want to save.
Step 3: Select the folder and format you want to save the image in
(BMP, JPEG, GIF, PNG or TIFF) and click Save.
Note: You may pre-set a folder and format that you want to save the
images in(see page 17), thereby skipping Step 3 in the future.
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Playback Console
Print / Backup
Print Feature:

Print in original size

Fit to page you are printing on

Align image: Top, Center,
or Bottom

Print Content: Print an
image from the active
channel or all the channels
shown on the screen.

Backup Feature:
Differs from Save Video as the Backup feature saves everything from the
Playback panel, including log information.
You can open the Backup file on any PC with Windows OS and edit it.
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32-CH Surveillance System
Playback Console
Log Viewer

Step 1

Step 2

Step 3
System Log: You can choose the Log Type from the pull-down menu,
including:
Console Startup, Console Shutdown, User Login, User Logout, Start
Schedule, Stop Schedule, Execute Recycle, Execute Backup, Enable
Channel, Disable Channel.
Step1: Choose the type of event you want to check or select “All” on
the pull-down menu for all types of events.
Step 2: You can either view the events on a particular date or during a
given time period. To search and view event on a particular date,
check the box right next to Date and indicate the date you want to
check. You may also point out two different time points and search for
events that took place between them. Check the box in the Date & Time
row and then enter the date and time.
Step 3: Click Search.
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32-CH Surveillance System
Playback Console
Setting Menu

Database Source:
Choose from which location you
are going to retrieve video records.
Select Local Machine indicates
from the PC you are currently
working from.
Play:
Play when open: Check the box to
set the system to play the
video clip every time you
retrieve it from the database.
Next interval: Set the interval with which the video skips forward when
you click the Next icon on the control panel.
Previous interval: Set the interval with which the video skips backward
when you click Previous icon on the control panel.
Capture Image: Preset how you want to save image.
Save in clipboard: The image will be saved in the clipboard and can be
pasted into other applications quickly.
Manually save the image file: You can manually select where you want
to save the image to, create a new folder to save the images into and
choose what image format yuo want to save the image in.
Automatically save the image file: By giving the system a path/URL and
the image format, it will automatically save the image accordingly
every time you click Save Image button, saving you time.
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32-CH Surveillance System
Schedule

Schedule Configuration

Click on the Schedule icon on the Main Console to get to
the Schedule configuration panel to setup the time schedule
and parameters for video recording.

- Represents scheduled recording mode.
A scheduled recording is a continuous recording
regardless of whether motion is detected.
- Represents motion recording mode.
Recording only takes place when motion is
detected during the scheduled period.
Motion recording allows for significant video
storage size savings.
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Schedule
Load

Camera / Channel

Day Mode

Day Mode
Schedule the cameras on a daily basis, which means that the recorder
will be on and off, at the same time every day, according to the same
schedule you set-up.
To set-up the time schedule for each camera, you may
1. Load a preset Modes or
2. Insert a new schedule manually.
To load preset Modes
Click on the Load icon to view a pull-down menu.
Regular Mode: Record video 24 hours a day with a setting of 30 FPS
(frames per second), Normal video quality and Normal resolution.
Office Mode: Record video from 8 am to 8 pm (08:00 – 20:00, shown as
a red bar on Schedule Configuration panel) at 30 FPS, Normal video
quality and Normal resolution.
Shop Mode: Record video from 10 am to 10 pm (10:00 – 22:00) at 30
FPS, Normal video quality and Normal resolution.
High Security Mode: Record video 24 hours a day with the setting of 30
FPS, Highest video quality and High resolution.
Disk Saving Mode: The system will start recording only when a motion on
the screen is detected, 24 hours a day (shown as a green bar on
Schedule Configuration panel)at 30 FPS, Normal quality
and Normal resolution. You can adjust the sensitivity, interval and
detection area of motion detection in schedule Configure.
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32-CH Surveillance System
Schedule

Minor Mode: The system will start recording only when a motion on the
screen is detected, 24 hours a day (shown as a green bar on Schedule
Configuration panel) at 15 FPS, Low quality and Low
resolution. You can adjust the sensitivity, interval and detection area of
motion detection in schedule Configure.
Adjust the scheduled setting
Even when you have chosen a preset Mode using the Load function, you
can still manually make changes to the setting.
Option 1: Move the cursor to one of the ends of the Time Bar until an arrow
appears to change the length of the recording or click and drag the bar
sideways to change the start and stop points.
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Schedule

Option 2: Click the Configure icon or double click schedule information
on the screen (highlighted in blue), to view the Encoding Options screen
and modify the available options.
Note: The time schedule setting is based on 15 minutes intervals.
You may setup the schedule for each channel/camera by repeating the
process above or applying the setting of a camera to all other cameras.
Copy To

Configure

Schedule information

Encoding Options Panel
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32-CH Surveillance System
Schedule

To insert a new schedule manually
Step 1: Left-click and draw the length you want on the time table.
The selected scheduled time will show as a grey bar.
Step 1

Step 2

Step 3

Step 4

Step 2: Click on the Insert icon and add a new schedule with the setting
of Regular Mode, that is, to record video during the time period you
set in Step 1 at 30 FPS, Normal video quality and Normal resolution.
Step 3: Change the setting if you want, by click on the Configure icon or
double click on the schedule information.
Step 4: Click OK. A pop up window appears, notifying you of the change.
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Schedule

Week Mode

Default

Holiday

Custom

Week Mode: Schedule the cameras for each day of the week
differently. In addition, you may appoint extra holidays in Week Mode.
Default: Follow the same process to setup the schedule for every day in
a week.
Holiday: You may appoint Holiday(s) on which the system will work as it
is preset to for a Sunday. No need to set a specific time period.
Custom: Appoint a particular date(s) on which the system
will work on a special schedule different from the others.
To insert a new schedule manually
You can also setup schedules manually in Week Mode by following the
same process as in Day Mode.
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32-CH Surveillance System
Schedule
Encoding Options Panel

The settings for a schedule can be adjusted in the Encoding Option panel.
General: Setup Start Time and End Time, select the recording mode;
either Always Record or Record Moving Only (Motion Recording), which
saves on storage space.
Motion Detect: When selecting Record Moving Only, you need to set the
detection area by drawing a square on the Original video screen (the
default setting is to detect the entire screen.) You can also adjust the
Sensitivity and Frame Interval.
Record Audio: Check the box if you want to record audio as well.
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Configuration

Configuration

Config

Click the Config icon and a pull-down menu appears
providing several different configuration options.
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32-CH Surveillance System
Configuration
Setting – General

Startup

Startup: Check the desired boxes to activate the functions you want to have
activated automatically when the PC you are running the system on
starts up.
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Configuration
Setting – General

Location
Keep Video
Keep Event Log
Keep System Log
Keep Counting Log

Storage:
Location: Assign the path and folder in which the system saves files.
Automatic Recycle: The system will automatically delete out-dated
data and save storage space.
Keep Video: Deletes video records older than the number of days
you set.
Keep Event Log: Deletes event log data older than the number of
days you set.
Keep System Log: Deletes system log data older than the number of
days you set.
Keep Counting Log: Deletes counting application data older than
the number of days you set.
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32-CH Surveillance System
Configuration
Setting – General

Status Display

Audio Preview

Audio Preview: Select an audio channel to preview and
set the volume for the audio preview.
Status Display: Select which information you want to show on the
information-display on the Main Console. Not all options are available.
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Configuration
Setting - Camera

Camera List

Camera Name

Video Parameter
Camera Settings

Apply All

OSD Setting

Camera List: The camera(s) connected to the system will show up in the
panel, click the name of the camera and then you can adjust the video
settings. Double Click on the camera to check/edit the network settings.
Camera Name: Name the selected camera for your convenience.
Camera Settings: Set the camera parameter for the selected camera.
Video Parameter: Adjusts brightness, contrast, saturation, and color hue.
Apply All: Click to apply the setting to all the cameras.
OSD Setting: Select what information you want to see on the On Screen Display
for the selected camera. Apply to all cameras option is available.
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Configuration
Setting - Camera
Insertʳ ʳ ʳ Deleteʳ ʳ ʳ Config

Insert: Click and the IP Camera/Video Server Setting panel will pop up.
Allows you to add an IP camera to the system. See next
page for details.
Delete: Click and delete the selected IP camera(s), click OK and then the
IP camera(s) will be removed from the system.
Config: Click and the IP Camera/Video Server Setting panel will pop up.
You can modify the IP camera settings within the Setting panel. See next
page for details.
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Configuration
Setting - Camera

Network

Device

Description

IP Camera/Video Server Setting panel
Network: Fill up the Network field (including Name (optional), IP Address
or DNS, HTTP Port, User Name, Password and Protocol) . Check “Use DNS”
to use domain name instead of an IP address.
Note: for Digimerge IP cameras and servers, use HTTP protocol.
Device: Find the camera model by finding your IP device model in the table
below and finding the corresponding DRIVER NAME. Alternativly, click
Auto Detect and the camera driver and description will show up if detected
(if the driver does not auto appear, select the proper driver from the menu).

Description: Shows information on the IP device.
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Configuration
Setting - I/O Device

Device Setting

Module Setting

List of devices

Input Monitor

Output Monitor

Module Setting: Name the module device, select it from the device list and
choose the ID for connecting the digital input/output device(s) to your system.
List of Devices: Shows the device(s) installed on the system.
Input Monitor: Trigger the digital input device and the related icon will
light-up to check if the device is correctly connected or not.
Output Monitor: Click on the icon and trigger the digital device
connecting to your system to test if it is correctly connected.
Device Setting:
Name: name the device (input and output).
Type: select from the pull-down menu. N/O means that the digital
signal is Open under normal conditions; N/C mean that the signal is Closed
under normal conditions.
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Configuration
Setting - PTZ Config

Basic Setting

Advanced Setting

Install the PTZ camera as per the instructions provided with the camera.
Check the box on the camera list to activate the PTZ control function of a
PTZ camera. If the selected camera is not a PTZ camera, you won't be
able to enter/edit any settings.
Basic Setting: Select the Camera Model, Com Port, Baud Rate, and
Address according to your PTZ camera requirements.
Advanced Setting: You may setup the Pan Speed, Tilt Speed, Zoom Speed
and Auto Pan Speed.

page-33ʳ ʳ

32-CH Surveillance System
Configuration
Setting - User Account

User Account: Manage user accounts for accessing this surveillance
software . Highlight the account on the list at the right and then edit the
Privilege settings by checking and un-checking the box for each function.
To add a new user, simply press Add and fill in all the required information
requested on the left side of the screen. Use the Delete button to delete
highlighted user account. Highlight a user on the right side and press the
Update button to update the privileges and/or access information for
this user.
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Setting – Monitor Display
Cameras List

Auto Scan
Layout

Cameras List: Show all cameras in the left table. You may setup cameras
shown on a Primary monitor in the right table.
Auto Scan: Choose Auto Scan to rotate the channels / cameras on the
screen.
Example: you select the Video Grid mode to show only 4 subscreens (Quad View) on the Main Console while having 16 channels
connecting to the system. Use the Auto Scan function to see all
16 channels as the monitor cycles through the four separate
4 sub-channel views. In addition, you can also setup a Primary Channel to
always keep the chosen channels on the screen or you can add a Secondary
Channel that has the secondary priority to cycle between the Primary and
Secondary 4 sub-channel views.
Layout: Create a custom Grid View by selecting the configuratio from the
drop down menu.
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32-CH Surveillance System
Configuration
Log Viewer

Step 1

Step 2

Step 3
System Log: You can choose the Log Type from the pull-down menu
including:
Console Startup, Console Shutdown, User Login, User Logout,
Start Schedule, Stop Schedule, Execute Recycle, Execute Backup,
Enable Channel, Disable Channel.
Step1: Choose the type of event you want to check or select “All” on the
pull-down menu for all types of events.
Step 2: You can either view the events on a particular date or during a
given time period. To search and view event on a particular date,
check the box right next to Date and indicate the date you want
to check. You may also point out two different time points and
search for events that took place between them.
Check the box in the Date & Time row and then enter the date
and time.
Step 3: Click Search.
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Backup
The Backup function saves video recordings and log information.
You can open the Backup file on any PC with Windows OS (OS or later)
and edit them.

Step 1

Step 1: Click New Period for the Backup panel to add a new time
period you want to backup.

Step 2

Step 2: From the window on the top left corner, select the date you want
to backup from, and you will see red/green lines appear on the time table
implying available data recorded (if no lines appear, there are no
recordings available on the date chosen).
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Configuration
Backup

Step 3

Step 5

Step 4

Step 6

Step 3: Select the data you want to backup by left-clicking and
dragging to highlight a time period. Besides using the time-table, you
may indicate the time period of the data you want to back-up by using
the Start Time and End Time in the Date Time Period section.
Step 4: Click on the camera number icon to add the camera(s)
or click Select All to add all the cameras you want to back-up video from.
Step 5: Check the Enable Preview box to view a preview of the video
you have selected to back-up .
Step 6: Click OK. You are brought back to the Backup panel.
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Configuration
Backup

Step 7

Step 7: Click the Backup icon to see the size of the file.
Step 8: Choose the path you want to save the file to or burn the file onto a
CD (direct CD burning for Windows XP only).
Step 9: Select which log information you want to backup (Event Log,
System Log and/or Counter Log) and then click OK.

Step 8

Step 9
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Configuration
Erase recorded information from the system

Step 1: Click New Period to get the Backup panel to add a new time
period you want to erase all the data recorded for.
Step 2: From the window on the top left corner, select the date from which a
backup needs to be removed from. Red/green lines will appear on the
time table implying available data recorded (if no lines appear,
there are no recordings available on the date chosen).
Step 3: Select the data you want to erase by left-clicking and
dragging to highlight a time period. Besides using the time-table, you can
indicate the time period for the data you want to erase by entering the
Start Time and End Time in the Date Time Period section.
Step 4: In Select Camera(s) section, select the camera(s) from which you
want to erase video from or select all the cameras by clicking
Select All button.
Step 5: Check the Enable Preview box to view a preview of the video
you have selected to erase.
Step 6: Click OK. You are brought back to the Backup panel.
Step 7: Click on the Delete icon to erase the selected data.
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Configuration
Live Streaming Server – Main

Kill Client

Kill All Clients

Stop

Live Streaming Server panel shows you which clients are logging in
on your computer and watching live video from a remote side.
Kill Client: Highlight an IP address and click Kill Client to block the client from
your system.
Kill All Clients: Block all clients logging onto your system.
Stop: Stops broadcasting live streaming video over the internet.
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Configuration
Live Streaming Server – Main

Maximum Users

Port

Web server

Save Log

Options: You can adjust the configuration only when the Server is stopped.
Port: Assign the network port you want clients to connect to your
system.
Use Default Web Server: Check the box and activate Web Server, so
clients will be able to watch live video on Internet Explorer. The port is
set to 80 by default.
Maximum Users: Number of connections that are allowed to connect to
your system at one time. One camera video counts as one connection.
Save Log: Select folder to save log information in.
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Configuration
Live Streaming Server - Black/White List

White List
Black List
IP Field
Add/Delete
Apply to All Playback Servers

White List: Check the box to activate White List filter. Only IPs from the
White List are allowed to log-in.
Black List: Check the box to activate Black List filter. IPs from the Black List
will be blocked.
IP Field: Enter an IP address into the IP field on the left; or enter 2 sets of IP
addresses to indicate a range of IP addresses.
Add/Delete: To add an IP(s) address to the list or remove it from the list.
Apply to All Network Servers: To apply the setting to all the servers.
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Configuration
Live Streaming Server – Performance

Total bitrateʳ ʳ ʳ ʳ ʳ ʳ ʳ ʳ ʳ ʳ ʳ ʳ ʳ ʳ Individual Camera bitrate

Live Streaming Server log information
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Live Viewer

Live Viewer

The Live Viewer console allows you to watch video from a
remote location. One camera can be viewed remotely at one
time.
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Live Viewer

Click on Setup icon to
start the Setup panel

Enter the name of
the Server

Enter the IP of the
Server

Enter the connecting
port of the Server

Enter your user name
and password

Check the box and
automatically log into
the server when
starting Live Viewer
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Click Add and the
server will show up on
the list (if all info provided is correct
and the network is configured ok)

32-CH Surveillance System
Live Viewer
Log In / Log Out

Server and camera

PTZ Camera Control

Grid View

Minimize

Exit

Zoom

Play / Stop

Select the camera from the
server, hold the left mouse
button and drag the camera
to location on the grid where
you want it to be placed.
You can right click the
camera on the list to
connect/disconnect.

Log In / Log Out: Select the server and click Log In / Log Out icon to
log-in / log-out the server or you can right click the server on the list to
log-in and log-out.
Play / Stop: Select a camera/video and click Play / Stop to play/stop the
selected channel.
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32-CH Surveillance System
Live Viewer
IP address of the Serverʳ Cameras

Log In / Log Out ʳ ʳ Play / Stopʳ ʳ Disconnectʳ ʳ Grid View
Web View
IP of the server: Open Internet Explorer and enter the IP address of the
server followed by the connecting port.
Example: http://192.168.1.16:8080/
Connect / Disconnect: Select the camera from the server, hold the left
click and drag the camera to where you want to put the image, or
double click the camera on the list to connect it.
Select the camera screen or from the list and click the Disconnect icon
to disconnect the camera.
Play / Stop: Select a camera/video and click Play / Stop to play/stop
streaming of video from a particular channel.
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