LGREX 1080p HD ACTIVE DETERRENCE SECURITY CAMERA

Active Coverage, Day and Night

Take control of your safety with the latest active deterrence security camera by Lorex. With features such as a
bright motion-triggered LED warning light and a remote-triggered siren, this camera offers you more ways to
protect your home or property. See more with a super-wide 112° viewing angle and record in clear 1080p HD
resolution. Be fully protected all hours of the night with 120ft. (37m) long-range night vision. Experience high
quality resolution by pairing with a compatible analog HD recorder. Pairing will also bring forth additional features
that are designed to protect what matters most, at the most important times.

Properly greet unwanted guests Built for the outdoors

Take control of your security Install your cameras where you need them most

+ Ward off would-be intruders with motion-activated LED warning light + Weatherproof rated (IP67)

+ Activate the remote-triggered siren directly from your phone using + Operates in temperatures as low as -40°F and as high as
the Lorex Home app 140°F (-40°C to 60°C)

+ Durable camera housing, designed to withstand harsh
weather conditions

Clarity, quality and coverage See clear as day, even at night
Never miss important details Keep your property protected throughout the night
+ 1080p HD resolution results in clear video footage + IR range of 120ft (37m) in ambient lighting
+ The 112° horizontal viewing angle provides ample coverage + Night vision is 82ft (25m) in total darkness
Features
1080p
1080p HD Motion Activated upto 120ft/37m IP67 Weatherproof
Resolution Warning Light Night Vision Rating
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LQREX 1080p HD ACTIVE DETERRENCE SECURITY CAMERA

Product Specifications

General Special Features
Video Transmission Analog HD Deterrence Yes - White Light + Siren
Technology Additional Specifications
Image Sensor 2MP 1/2.7° CMOS Body Material Polycarbonate
Video Format NTSC Power Requirements 12V DC +/-10%
Optical Power Consumption 384mA / 4.6W
Viewing Angle 112° (max)
(Horizontal) Camera Dimensions 3.1x6.7x3.1"/
Lens/Lens type 2.8mm F2.0/ Fixed (WxDxH) 79 x 169 x 71Tmm
Video Output Camera Weight 0.70lb / 0.30kg
Resolution/Frame rate 1080p @ 30fps Operating Temperature ~ -40 ~ 140°F /-40 ~ 60°C
Effective Pixels H:1920 x V:1080 Humidity <90% RH
Termination BNC Environmental Rating IP67 (Indoor/Outdoor)
Audio
Microphone/Speaker No/Yes Model Information
Siren Yes C241DA-E 6-95529-02347-2
2-Way Talk No Configuration 1080p Active Deterrence Security Camera
Night Vision Package Type Retail Box
Night Vision Range 120ft (37m)/ 82ft (25m) E’Vf;"fggf 3)‘me”5i°”s ;3-52: 152’; jngfn -
Color Night Vision No Package Weight 1.8lb / 0.8kg
Package Cube 0.16 cbf / 0.0046 cbm
Junction Box Compatible with: ACJNCD3B

(not included)

What's Included

1080p Active Deterrence 60ft/18m BNC/DC Power Adapter Mounting Kit Quick Setup Guide
Security Camera Extension Cable
Disclaimers:

1. Stated IR illumination range is based on ideal conditions in typical outdoor nighttime ambient lighting and in total darkness. Actual range and image clarity depends on installation
location, viewing area, and light reflection / absorption level of object. In low light, the camera will switch to black and white.

2. Compatible with select Lorex analog HD recorders. For a full list of compatible recorders visit: www.lorex.com/compatibility

3. Notintended for submersion in water. Installation in a sheltered area recommended.
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