
1080P WI-FI FLOODLIGHT CAMERA

Brighten your security with the Lorex 1080p Wi-Fi Floodlight. Be aware when you’re not there with motion detection and set 
the bright LEDs to be activated when motion is detected. Don’t miss out on any detail with clear 1080p resolution and a wide 
137° viewing angle. See, hear and speak to visitors from anywhere with the Two-Way Talk feature, using the Lorex Home™ 
App. Forget about monthly service or cloud fees, thanks to local storage using the included 32 GB microSD. Don’t get left in 
the dark when it comes to your security; let the 1080p Wi-Fi Floodlight Camera brighten your home monitoring experience.

Security in a Flash

Features

Brighten Your Security     
Bright LED Floodlight and wide angle 1080p resolution video 
•   2 × 2000 lumens light arrays for optimal light coverage 
• LED floodlight can activate when motion is detected, 

manually, or on a schedule 
• See more with 1080p resolution and a wide 137° Field of 

View (diagonal)
• IR night vision up to 50ft (15m)1

Set up and go     
Simple Setup, Reliable Security
• Conveniently use the existing wiring from your previous 

floodlight or outdoor house light
• Compatible with your pre-existing junction box

Local Storage – No Monthly Fees 
Keep your footage private and secure  
•   No monthly fee for video recording, storage and photo capturing 
• Includes a 32 GB microSD card
• Supports up to 256 GB microSD storage

Now You’re Talking! 
Hear and Speak  
•   Built-in mic and speaker for 2-way talk2

• Listen or talk directly to anyone on your property using the Lorex 
Home App
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Product Specifications

Model Information

What’s Included

V261LCD-E 6-95529-02653-4

Package Type Giftbox

Package Weight 6.7 lbs / 3.0 kg

Package Dimensions 
(W × D × H)

13.9 × 12.7 × 10.6” /  
353 × 322 × 270mm

Package Cube 1.08cbf / 0.0306cbm

Lorex Corporation
999 Corporate Blvd. Suite 110 

Linthicum, MD, 21090, United States
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As our product is subject to continuous improvement, Lorex Technology & subsidiaries reserve the right to modify 
product design, specifications & prices without notice and without incurring any obligation. E&OE.
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Disclaimers: 
1. Stated IR illumination range is based on ideal conditions in typical outdoor nighttime ambient lighting (up to 50ft (15m)). Actual range and image clarity depends on installation location, viewing area and 

light reflection/absorption
2. Audio recording without consent is illegal in certain jurisdictions. Lorex Technology does not assume liability for any use of its product that fails to conform with local laws.
3. Controlling certain features in your security system requires compatible smart devices. Availability and performance of certain features and services are smart device dependent and may not be available 

in all areas or networks. For compatibility, features, instructions visit: www.lorex.com/smarthome
4. Not intended for submersion in water. Installation in a sheltered area recommended.

All trademarks belong to their respective owners. No claim is made to the exclusive right to use the trademarks listed, other than the trademarks owned by Lorex Corporation. We reserve the right to 
change models, configurations or specifications without notice or liability. Product may not be exactly as shown.  

Apple, the Apple logo and AppleTV are trademarks of Apple Inc., registered in the U.S. and other countries. App Store is a service mark of Apple Inc.
Google, Google Home, Google Play, Google Play logo, Google Assistant logo and Chromecast are trademarks of Google Inc.
Amazon, Alexa and all related logos are trademarks of Amazon.com, Inc. or its affiliates.

Lorex Home

Sensor
Image Sensor 1/2.7" CMOS

Sensor Resolution 2 MP

Optical
Lens Type Fixed

Focal Length 2.8 mm

Aperture f2.0

Shutter Speed 1/3–1/100,000 s

Video
Video Resolution 1920×1080

Aspect Ratio 16:9

Frame Rate 1080p FHD @30fps

HDR No

White Balance Auto

Gain Control Auto

Noise Reduction 3D Temporal

Signal-Noise Ratio 
(SNR) ≤ 50dB

Video Codec H.265, H.264

Diagonal FOV 137°

Horizontal FOV 114°

Vertical FOV 66°

PIR FOV 270°

LEDs
White LED Yes

White Light Brightness 2 × 2000 Lumens

White Light Colour 6500 K

Infrared Wavelength 850 nm

Low Light

Night Vision Range 50ft (15m) 

Minimum Colour 
Illumination 0.02 Lux

Minimum B&W IR 
Illumination 0 Lux

Wi-Fi
WLAN Protocols IEEE 802.11 b/g/n

Wi-Fi Frequency Bands 2.4 GHz

Audio
Microphone Yes

Speaker Yes

Siren Yes

Two Way Talk Yes

Audio Codec AAC

Mounting
Mount Type Wall Mount

Storage
Capacity Up to 256 GB microSD

Electrical
Max Power 40 W

Input Voltage 100~240 VAC

Max Current 1.0 A

Integrations
Remote Viewing Lorex Home

Google Assistant Yes

Amazon Alexa Yes

General
Camera Dimensions 
(W×D×H)

12.5 × 9.3 × 6.8” /
318 × 236 × 173mm

Weight 3.97 lbs / 1.8 kg

Storage Temperature -40 ⁰F–140 ⁰F /-40 ⁰C–60 ⁰C

Storage Humidity ≤95% RH

Operating Temperature -22 ⁰F–122 ⁰F /-30 ⁰C–50 ⁰C

Operating Humidity ≤95% RH

Environmental Rating IP65 (Indoor/Outdoor)

1 × 1080p HD 
Floodlight Camera 

1 × 32GB  
microSD Card

1 × Mounting Kit 1 × Quick Start 
Guide
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